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PS3 Non-Latching Raceway
AVAILABLE PRE-WIRED, Office White

Description Catalog No. Description Catalog No.

5ft Base and cover PS3BC5 Reducer, from PS3 to PB3 Base and cover PS3RED

10ft Base and cover PS3BC10 Surface panel connector PS3SPC

Internal elbow Base and cover PS3IEBC Splice cover Cover only PS3SC

Cover only PS3IE Inline box* 3-gang PS3IND

External elbow Base and cover PS3EEBC End cap PB3ECA

Cover only PS3EE Wire Clip PS3WC

Flat elbow Base and cover PS3FEBC Safety strap PS3SS

Cover only PS3FE Full capacity box* 1-gang PS3FCIB

Tee Base and cover PS3TCBC 2-gang PS3FCIB2G

Conduit adapter/ 
ceiling fitting

Base and cover PS3CACF 3-gang PS3FCIB3G

External Elbow 
PS3EEBC

Flat Elbow 
PS3FEBC

Inline Box 
PS3IND

*See page S12 for recommended plate to box compatibility.
Dimensions in inches (mm)

SUPER BASETRAK® Non-Metallic Raceway

A: 1.97” (50) 
B: 6.70” (170)

Pre-Wired Raceway

Hubbell pre-wired raceway systems provide you with the benefit of 
keeping your fast track projects on schedule and help complete the job 
on time. Save up to 45% of the installation time needed for field installing 
component raceway parts with pre-wired raceway solutions.

Available in: 

•	Non-metallic (Office White)

•	Steel (Ivory and Gray)

•	Aluminum

Hubbell pre-wired raceway is pre-wired with “power” wiring and devices. 
Once installed on the job, the pre-wired power raceway system can easily 
be cabled with voice, data and audio/video services by a qualified and 
certified cabling installer. For more information, please contact Sales  
at 1‑800‑626‑0005.


