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NOTES: 
FINISH - TYPE 304 STAINLESS STEEL 
UL USTED - E2B75 
ALL NEUTRALS - INSULAlED 
SHORT CIRCUIT CURRENT RATINGS: 

10,000 - RMS SYMt.IETRICAL AMPERES 

*1.55-+1------f
[39] 

CATALOG 
NU!ABER 

VOLTAGE 
RATINGS 

WHEN USED IN CONJUNCTION WITH CLASS H OR K FUSES 

.75 [6] 
[19] 

200,000 RMS SYMMETRICAL AMPERES WHEN USED IN CONJUNCTION WITH CLASS R, J, OR T FUSES 
• USE BOTH OUTER SWITCHING POLES. 
t FOR CORNER GROUNDED DELTA, INSTALL NEUlRAL AND USE OUTER SWITCHING POLES 

FOR UNGROUNDED CONDUCTORS. 
:f WGS SUITABLE FOR 6CJC OR 75'C CONDUCTORS ONLY. 
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[__ 5.11----1 
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HEAVY DU1Y SAFE1Y SWITCHES 
VISIBLE BLADES 

3D &: 60 AMPERE - SERIES F6 
ENCLOSURE-NEMA TYPE 4, 4X AND 5 STAINLESS STEEL 

A j'J~ 't '' '' '' T 
<· 

WIRING DIAGRAMS 

FUSIBLE NOT FUSIBLE 

B Hn c~}H 

AMPERES 
30 

30 

60 

60 

TERMINAL LUG DATA :j: 

MAX WIRE t.liN WIRE lYPE 
#6 AWG #12 AWG AL 

/16 AWG 614 AWG cu 
/13 AWG /112 AWG AL 

#J AWG #14 AWG cu 

DUAL DIMENSIONS: INCHES 
MlllJ!AETERS 

3178 


