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WIRING DIAGRAMS 
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TERMINAL LUGS DATA 

AMPERES MAX. WIRE MIN. WIRE TYPE 

600 I (2) 500 KCt.11Lif2) IJ 0 AWG AL OR cu 
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9.30 [ . INCHES [r] DUAL DIMENSIONS. MIWMErERS 

HORSEPOWER RATINGS -
240VAC 480VAC 600\/AC 

L•o·•~-
CATALOG WIRING 250 600 
NUMBER VOLTAGE RATINGS Dv.G. VDC VDC STD. MAX. STD. MAX. STD. MAX. 

L=""=-_j 30 30 30 30 30 30 MAX. MAX. 

[443] [257] H226 240VAC;250VDC A 75. 200~ - - - - 50 -
H226N 240VAC;250VDC B 75. 200~ - - - - 50 -
H266 600VAC;600VDC A - - 150. 400. - - 50 50 

27.63 H326 240VAC c 75 200 - - - - 50 -
NOTES: [702] H326N 240VAC D 75 200 - - - - 50 -

H386 600VAC c - - 150 400 200 500 50 50 FINISH - GRAY BAKED ENAMEL NEMA 1YPE 1 H366N 600VAC D - - 150 400 200 500 50 50 
UL USTED - FILE E-154828 NO KNOCKOUTS HU266 600VAC;600VDC E - - - - - - 50 50 
ALL NEUTRALS - INSULATED GROUNDABLE HUJBB 600VAC F - 200 - 400 - 500 50 50 
SUITABLE FOR USE /IS SERVICE EQUIPMENT 
SHORT CIRCUIT CURRENT RATINGS: 

10,000 AMPERES WHEN USED WITH OR PROTECTED BY CLASS H OR K FUSES. 
HEAVY OU1Y SAFE1Y SWITCHES 

~ 5CLIARE c 200,000 AMPERES WHEN USED WITH OR PROTECTED BY CLASS R FUSES HAVING 
CLASS R REJECTION KITS INSTALLED OR CLASS J FUSES. VISIBLE BLADE 1YPE Schneider EleCU"Ic • FOR GROUNDED -a~ PHASE SYSTEMS ONLY AND WITH SOLID NEUTRAL ASSEMBLY INSTAI...l.ED . 600 AMPERE 

• NEUTRAL ASSEt.4BLY H600SN UUST BE USED FOR 4aOVAC, 3 PH.\SE, GROUNDED "B• PHASE RATING. 
ENCLOSURE - NEMA lYPE 1 GENERAL PURPOSE 
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