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SPECIFICATIONS

SPECIFICATIONS

GARAGE & WORKSHOP REPLACEMENT POWER SUPPLY CORDS

• Temperature rating of:
 • SJEOW -58°F to 221°F (-50°C to 105°C)
 • SJT -40°F to 140°F (-40°C to 60°C)
• 125 Voltage Rating
• Common Applications: Electric Trimmer, Electric Chainsaw, Air Compressor

INDOOR ROUND REPLACEMENT POWER SUPPLY CORDS

• Temperature Rating of -40°F to 140°F (-40°C to 60°C)
• 125 Voltage Rating
• Common Applications: Vacuum, Electric Drill, Work Light

9853SW0008

9702SW8808

STOCK # GAUGE 
CONDUCTOR

WIRE
TYPE LENGTH (FT) LENGTH (M) CORD COLOR AMPS CASE PACK 

QUANTITY 
9853SW0008

16/2 SJEOW
6' 1.8 m

Black

13

50

9854SW0008 9' 2.7 m 50

98388808

16/3

SJT 2.5' 0.7 m 100

9855SW0008

SJEOW

6' 1.8 m 50

9856SW0008 9' 2.7 m 50

9857SW0008
14/3

6' 1.8 m

15

25

9858SW0008 9' 2.7 m 25

90110008
12/3 SEOOW

2' 0.6 m 50

90120008 2' 0.6 m 50

STOCK # GAUGE 
CONDUCTOR

WIRE
TYPE LENGTH (FT) LENGTH (M) CORD COLOR AMPS CASE PACK 

QUANTITY 
9702SW8808 16/2

SJTW

6' 1.8 m

Black

13

25

9703SW8808

16/3

3' 0.9 m

9706SW8808 6' 1.8 m

9709SW8808 9' 2.7 m

9716SW8808
14/3

6' 1.8 m
15

9719SW8808 9' 2.7 m


